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Wet or Dry
The WBV470NX, by design, performs without 
compromise in either wet or dry mode. Our full, TwinFlo 
performance specification, ensuring exceptional results.

Powerful Cleaning
Compact & Convenient
Ready for Wet or Dry
Ease of Transport
Stores Neatly Away
Safety Net Filter and Float Assembly

Wet or Dry Vacuum Industrial RangeWet or Dry Vacuum Industrial Range
Name WBV470NX

Reference 918746 

EAN code 5028965866597

Power supply

Power supply type NX300 Battery

Rated Motor Power 400W

IP Rating IPX4

Airflow at Nozzle 22 L/sec

Max Sealed Suction H20 2200mm

Sound Pressure (LpA) 77 dB(A)

Capacity / Weight / Size

Drum Capacity (WET) 20L

Drum Capacity (DRY) 27L

Weight (Ready to Work) 11.9kg

Packed Weight 12.9kg

Width 360mm

Length 450mm

Height 685mm

Filtration

604165 TriTex Filter

604016 NVM-2BH Hepa Bags (Pack of 10)

Kit A11/85 (2.2P)

915907 Parallel Hose 32mm (BOFLEX) 2.2

601027 Stainless Steel Bend tube

601008 Stainless Steel Extension Tube

900954 MFW 300 MultiFlo Wet Floor tool

900918 MFB 300 MultiFlo Brush Floor Tool
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&
Li-ion

Numatic X-Change  
The NX300 battery packs can be used 
across the growing Pro Cordless Range.


